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REQUEST FOR QUOTATION
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BID RFQ NUMBER: Q003756
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ITEM QUANTITY UNIT DESCRIPTION UNIT PRICE EXTENSION

DANVILLE,  VA 24541

MARK ON THE OUTSIDE OF THE ENVELOPE:

QB 19- 20- 025***

EVLUMA LED SECURITY LIGHTING

You are invited to provide a Quick Bid

for the following LED security lighting
replacements for High Pressure Sodium

HPS)   luminaires for the Power  &  Light

Division.    This will be a BLANKET

ORLER.    Orders will be placed on an as

needed basis .

Quantities', listed are estimates only;
no minimum or maximum are guaranteed.

Bids shall, include all shipping and

handling fbr each shipment .  Orders shall

be placed according to pallet sizes .

NO SUBSTITUTIONS WILL BE ALLOWED.

Bid shall include Connect LED

Wireless Lighting Management

capabilities

001 500 EA LED STRT AREAMAX 55W 5K

SECURITY LIGHTING

EVLUMA:  AX- 55- 5K- 5- D- P- STD- 6

TYPE V

NO SUBSTITUTIONS

002 100 LED AX- 55- 5K- 3- D- P- STD- 6

EVLUMA  -  SECURITY LIGHTING

TYPE III

TOTAL
l

Payment Terms Freight Terms Delivery Promised Telephone Fax

Quote Valid Until Vendor Quotation No.      Signature and Title
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V
BID RFC) NUMBER: Q003756

E
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ITEM QUANTITY UNIT. DESCRIPTION UNIT PRICE EXTENSION

NO SUBSTUTIONS

Warehouse Requisition No . :     SR 3675

TOTAL

Payment Terms Freight Terms Delivery Promised Telephone Fax

Quote Valid Until       " Vendor Quotation No.      Signature and Title
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Specification for LED Area/ Security Lighting ( 40- 55W)

1.   Scope

This specification covers the requirements for outdoor type, light-emitting-diode ( LED) area security
luminaires 6000- 8000 lumens. ( EVLUMA: AX-55- 5K- 5- D- P- STD- 6 and AX-55- 5K-3- D- P- STD- 6 or
equivalent)

2.   Requirements

2. 1 Luminaire Performance

Description Requirement

Operating temp, ambient range:   40F to + 122F

Correlated Color Temperature ( CCT)   5000° K

Lumens 7700 lumens

Lumen depreciation of LED light sources L70 ( 10, 000) > 55, 000 hours

per IES LM- 80/TM- 21 L70 ( TM- 21) > 100, 000 hours

Color rendering index ( CRI) 70 CRI

Backlight, Uplight and Glare ( BUG) rating Type III Dome B2- U2- G2 Type V Dome B3- U2- G1

Efficacy ( Lumens/ Watts)     Dome > 122 Lumens/ Watt

Off-state power consumption,  NEMA 0. 5 Watts

photo control device

On- state power consumption, NEMA 55 Watts ± 10

excluding photo control device

Warranty 10 years full replacement

Light distribution per IES Handbook Type III and V

2. 2 Power Supply/Driver Performance

Description '    Requirement

Input voltage 90 to 277 VAC 50/60HZ

Power factor 0. 90

Total harmonics distortion 10% @ 120 VAC
at full power at specified voltage 20% @ 277 VAC
Surge protection 20kV/ 10kA per IEEE/ ANSI C136. 2- 2018

Interference FCC 47 CFR part 15/ 18, Class A

Thermal protection Thermal feedback for LED overheating protection

Driver life 100,000 hours

Inrush current 1. 2A during photocell transition
Driver thermal protection Temperature guard with adaptive thermal management

with on- chip sensor
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Specification for LED Area/Security Lighting ( 40-55W)

2. 3 Lighting and Dimming Controls

Description Requirement

Integrated photo control Integrated solid- state long- life photo controller< 5mW

power draw @ 277v

Photo control failure protection In the event of photocontrol failure, the luminaire will

automatically operate normally.

Luminaire remote control Integrated luminaire blue tooth controls through provided
software for service connect/ disconnect, brightness

settings, and custom dimming schedules
Dimming range Down to 20%

2. 4 Construction

Description Requirement

Housing Cast aluminum housing with integral heat sink
Finish Gray powder coat; Bronze, black, green, other options

on request

Mounting Accepts 1- 1/ 4" or[ 11" arm Adjustable angle +- 5%

3G Vibration withstand ANSI C136. 31- 2018

Ease of Installation/ Maintenance Tool- less access panel; 66" pigtails standard

Optical Lens Diffused textured glass to reduce glare

Evluma Photo control UV-stabilized polycarbonate housing
Shield Optional four (4) position ( including backlight) field-

installable shield

Single unit net weight 10 lbs

2. 5 Testing and Certifications
Description Requirement

DLC Yes

UL/ cUL UL/ cUL 1598/ 8750

Ingress IP66

Hail Impact Resistance ( Evluma FM 4473

photocontrol)

EPA under 0. 5 sq ft

Humidity ASTM D2247- 68

LM 80 Report Link

ISTMT Report Link

TM 21 Calculation Available on request

Salt/ fog to 1000H
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